GARVI

-
Placa de techo de alto rendimiento con CRI 80. IP 20
U.G.R. Version Standard y Version U.G.R. <19
Marco de aluminio anodizado i
Ceiling lighting high efficiency with CRI 80. IP 20
U.G.R. Standard Version and U.G.R. < 19 Version.
Profile aluminium anodized
MEDIDAS / MEASUREMENTS:
595x595 mm / 620x620 mm
V=
REF. N.LEDS COLOR LIGHT FLOW DRIVER ALIM./POWER W (@] U.G.R.
T . ATLA-101-F14 192 4.000°K 3.110 Lm NO REG. 220-240Vac 30W 80 STANDARD
ATLA-101-F13 192 3.000°K 2.991 Lm NO REG. 220-240Vac 30W 80 STANDARD
E b ATLA-101-D14 192 4.000°K 3.110 Lm DALI 220-240Vac 30W 80 STANDARD
T ATLA-101-D13 192 3.000°K 2.991 Lm DALI 220-240Vac 30W 80 STANDARD
—_ ‘M ATLA-201-F14 192 4.000°K 3.454 Lm NO REG. 220-240Vac 33W 80 <19
v ATLA-201-F13 192 3.000°K 3.393Lm NO REG. 220-240Vac 33W 80 <19
ATLA-201-D14 192 4.000°K 3.454 Lm DALI 220-240Vac 33W 80 <19
ATLA-201-D13 192 3.000°K 3.393 Lm DALI 220-240Vac 33W 80 <19

N.LEDS COLOR LIGHT FLOW  DRIVER ALIM./POWER
y S2oxe30mn ATLA-102-F14 208 4.000°K 3.370 Lm NO REG. 220-240Vac 30W 80 STANDARD
I ATLA-102-F13 208 3.000°K 3.240 Lm NO REG. 220-240Vac 30W 80 STANDARD
ATLA-102-D14 208 4.000°K 3.370 Lm DALI 220-240Vac 30W 80 STANDARD
ATLA-102-D13 208 3.000°K 3.240 Lm DALI 220-240Vac 30W 80 STANDARD
. ATLA-202-F14 208 4.000°K 3.742 Lm NO REG. 220-240Vac 33W 80 <19
P ATLA-202-F13 208 3.000°K 3.564 Lm NO REG. 220-240Vac 33W 80 <19
ATLA-202-D14 208 4.000°K 3.742 Lm DALI 220-240Vac 33W 80 <19
ATLA-202-D13 208 3.000°K 3.564 Lm DALI 220-240Vac 33W 80 <19
REF.
r ATLA-KIT-COL KIT DE SUSPENSION PARA ATLAS / SUSPENSION KIT FOR ATLAS

NORMATIVA / STANDARD

MATERIALES / COMPONENTS

EN 62471 IEC TR 62778
Ce

OBSERVACIONES / NOTES

Fuente de alimentacion no regulable incluida.
Power supply with no dimming included.



