GARVI

Downlight con led de alto rendimiento, CRI 80.
Ceiling lighting with led high efficiency, CRI 80.

ACABADO / FINISHES:
Blanco / White

MEDIDAS / MEASUREMENTS:
@ 130x115mm

@ 230x175mm

MEDIDA INSTALACION / INSTALL MEASUREMENTS:

o 120mm
2 205mm B
REF. N.LEDS COLOR LIGHT FLOW ALIM./POWER W ANGULO IP
KASK-101-F13 1 3.000°K 1.132 Lm 220-240Vac 12W 60° 44
V) 730 KASK-101-F14 1 4.000°K 1.237 Lm 220-240Vac 12W 60° 44
KASK-101-D13 1 3.000°K 1.132 Lm 220-240Vac 12W 60° 44
KASK-101-D14 1 4.000°K 1.237 Lm 220-240Vac 12W 60° 44
KASK-111-F13 1 3.000°K 1.568 Lm 220-240Vac 16W 60° 44
1) 730 KASK-111-F14 1 4.000°K 1.694 Lm 220-240Vac 16W 60° 44
KASK-111-D13 1 3.000°K 1.568 Lm 220-240Vac 16W 60° 44
KASK-111-D14 1 4.000°K 1.694 Lm 220-240Vac 16W 60° 44
KASK-102-F13 1 3.000°K 2.232 Lm 220-240Vac 26W 90° 44
o 230 KASK-102-F14 1 4.000°K 2.354 Lm 220-240Vac 26W 90° 44
KASK-102-D13 1 3.000°K 2.232 Lm 220-240Vac 26W 90° 44
KASK-102-D14 1 4.000°K 2.354 Lm 220-240Vac 26W 90° 44
KASK-112-F13 1 3.000°K 3.276 Lm 220-240Vac 38W 90° 44
o 230 KASK-112-F14 1 4.000°K 3.542 Lm 220-240Vac 38W 90° 44
KASK-112-D13 1 3.000°K 3.276 Lm 220-240Vac 38W 90° 44
KASK-112-D14 1 4.000°K 3.542 Lm 220-240Vac 38W 90° 44
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OBSERVACIONES / NOTES

Fuente de alimentacion incluida.
Power supply included.



