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Korled
Placa de techo con led de alto rendimiento. IP30. U.G.R. < 19.

Ceiling lighting with led high efficiency. IP30. U.G.R. < 19.

ACABADO / FINISHES:

Blanco liso o blanco micro perforado.

White smooth or white micro perforated.

MEDIDAS / MEASUREMENTS:

600x600mm / 1200x300mm

REF. N.LEDS             COLOR           LIGHT FLOW           DRIVER        ALIM./POWER                W                  CRI

KORL-101-F15           192              5.000ºK            5.050 Lm          NO REG.            198-264Vac             50W               85

KORL-101-F14           192              4.000ºK             4.864 Lm          NO REG.             198-264Vac             50W               85

KORL-101-R15           192              5.000ºK            5.050 Lm          REG. 1-10V       198-264Vac             50W               85

KORL-101-R14           192               4.000ºK            4.864 Lm           REG. 1-10V       198-264Vac             50W               85

KORL-101-D15           192              5.000ºK           5.050 Lm          DALI                  198-264Vac             50W               85

KORL-101-D14           192               4.000ºK            4.864 Lm          DALI                   198-264Vac             50W               85

ACABADO LISO
FINISHED SMOOTH

REF. N.LEDS                COLOR        LIGHT FLOW           DRIVER           ALIM./POWER                W                  CRJ

KORL-102-F15           192                5.000ºK          5.038 Lm           NO REG.              198-264Vac           50W                85

KORL-102-F14          192                 4.000ºK           4.821 Lm           NO REG.               198-264Vac           50W                85

KORL-102-R15           192                5.000ºK          5.038Lm            REG. 1-10V         198-264Vac           50W                85

KORL-102-R14 192                 4.000ºK           4.821 Lm           REG. 1-10V         198-264Vac           50W   85

KORL-102-D15           192                5.000ºK          5.038 Lm           DALI                    198-264Vac           50W               85

KORL-102-D14 192                 4.000ºK           4.821 Lm           DALI                     198-264Vac           50W   85
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ACABADO LISO
FINISHED SMOOTH
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REF. N.LEDS              COLOR          LIGHT FLOW           DRIVER           ALIM./POWER                W                 CRI

KORL-111-F15           192               5.000ºK           5.050 Lm           NO REG.             198-264Vac            50W               85

KORL-111-F14 192               4.000ºK            4.864 Lm           NO REG.              198-264Vac            50W 85

KORL-111-R15           192               5.000ºK           5.050 Lm           REG. 1-10V        198-264Vac            50W               85

KORL-111-R14 192                4.000ºK            4.864 Lm           REG. 1-10V        198-264Vac            50W 85

KORL-111-D15           192               5.000ºK           5.050 Lm           DALI                  198-264Vac            50W               85

KORL-111-D14 192                4.000ºK            4.864 Lm           DALI                   198-264Vac            50W 85

PERFORADO
PUNCHED

600 mm
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Fuente de alimentación incluida.
Power supply included.

OBSERVACIONES / NOTES
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REF. N.LEDS             COLOR          LIGHT FLOW           DRIVER        ALIM./POWER                  W                   CRI

KORL-103-F15           144              5.000ºK           3.651 Lm           NO REG.             198-264Vac             38W                 85

KORL-103-F14          144              4.000ºK            3.494 Lm           NO REG.              198-264Vac             38W     85

KORL-103-R15           144              5.000ºK           3.651 Lm           REG. 1-10V        198-264Vac             38W                 85

KORL-103-R14 144              4.000ºK           3.494 Lm           REG. 1-10V         198-264Vac             38W     85

KORL-103-D15          144              5.000ºK          3.651 Lm           DALI                   198-264Vac              38W                85

KORL-103-D14           144              4.000ºK           3.494 Lm           DALI                    198-264Vac              38W     85

ACABADO LISO
FINISHED SMOOTH

600 mm
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REF. N.LEDS             COLOR           LIGHT FLOW           DRIVER          ALIM./POWER                W                   CRI

KORL-113-F15           144               5.000ºK           3.651 Lm           NO REG.            198-264Vac             38W                 85

KORL-113-F14           144               4.000ºK            3.494 Lm           NO REG.             198-264Vac             38W     85

KORL-113-R15           144               5.000ºK           3.651 Lm           REG. 1-10V       198-264Vac             38W                 85

KORL-113-R14           144               4.000ºK            3.494 Lm           REG. 1-10V       198-264Vac             38W     85

KORL-113-D15          144                5.000ºK          3.651 Lm            DALI                 198-264Vac              38W                85

KORL-113-D14         144                 4.000ºK           3.494 Lm            DALI                  198-264Vac              38W    85

PERFORADO
PUNCHED
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REF. N.LEDS            COLOR            LIGHT FLOW           DRIVER           ALIM./POWER                W             CRI

KORL-112-F15         192               5.000ºK             5.038 Lm           NO REG.             198-264Vac            50W            85

KORL-112-F14         192               4.000ºK              4.821 Lm           NO REG.              198-264Vac            50W            85

KORL-112-R15         192               5.000ºK             5.038 Lm           REG. 1-10V        198-264Vac            50W            85

KORL-112-R14         192               4.000ºK              4.821 Lm           REG. 1-10V        198-264Vac            50W            85

KORL-112-D15          192               5.000ºK             5.038 Lm           DALI                  198-264Vac            50W            85

KORL-112-D14         192               4.000ºK              4.821 Lm           DALI                   198-264Vac            50W            85

300 mm
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PERFORADO
PUNCHED

Fuente de alimentación incluida.
Power supply included.

OBSERVACIONES / NOTES


