GARVI

Luminaria decorativa con led de alto rendimiento.
Decorative lighting with led high efficiency.

ACABADO / FINISHES:

Aluminio / Aluminium

MEDIDAS / MEASUREMENTS:
@ 400x550mm

CITIZEN

REF. N.LEDS COLOR LIGHT FLUX DRIVER ALIM./POWER ANGULO W

APTU-060-F15 1 5.000°K 5.703 Lm NO REG. 120-277Vac 70 45° 60W
APTU-060-F14 1 4.000°K 5.475Lm NO REG. 120-277Vac 80 45° 60W
APTU-060-F25 1 5.000°K 5.870 Lm NO REG. 120-277Vac 70 90° 60W
APTU-060-F24 1 4.000°K 5.635Lm NO REG. 120-277Vac 80 90° 60W
APTU-060-F35 1 5.000°K 6.048 Lm NO REG. 120-277Vac 70 120° 60W
APTU-060-F34 1 4.000°K 5.806 Lm NO REG. 120-277Vac 80 120° 60W
APTU-090-R15 1 5.000°K 8.750 Lm REG. 1-10V  120-277Vac 70 45° 90W
APTU-090-R14 1 4.000°K 8.401 Lm REG. 1-10V  120-277Vac 80 45° 90W
APTU-090-R25 1 5.000°K 8.806 Lm REG. 1-10V  120-277Vac 70 90° 90W
APTU-090-R24 1 4.000°K 8.454 Lm REG. 1-10V  120-277Vac 80 90° 90W
APTU-090-R35 1 5.000°K 9.070 Lm REG. 1-10V  120-277Vac 70 120° 90W
APTU-090-R34 1 4.000°K 8.707 Lm REG. 1-10V  120-277Vac 80 120° 90w
APTU-110-R15 1 5.000°K 10.450 Lm REG. 1-10V  120-277Vac 70 45° 110W
APTU-110-R14 1 4.000°K 10.032 Lm REG. 1-10V  120-277Vac 80 45° 110W
APTU-110-R25 1 5.000°K 10.763 Lm REG. 1-10V  120-277Vac 70 90° 110w
APTU-110-R24 1 4.000°K 10.332 Lm REG. 1-10V  120-277Vac 80 90° 110w
APTU-110-R35 1 5.000°K 11.086 Lm REG. 1-10V  120-277Vac 70 120° 110W
APTU-110-R34 1 4.000°K 10.643 Lm REG. 1-10V  120-277Vac 80 120° 110W
APTU-160-R15 1 5.000°K 15.225Lm REG. 1-10V  120-277Vac 70 45° 160W
APTU-160-R14 1 4.000°K 14.616 Lm REG. 1-10V  120-277Vac 80 45° 160W
APTU-160-R25 1 5.000°K 15.680 Lm REG. 1-10V  120-277Vac 70 90° 160W
APTU-160-R24 1 4.000°K 15.053 Lm REG. 1-10V  120-277Vac 80 90° 160W
APTU-160-R35 1 5.000°K 16.152 Lm REG. 1-10V  120-277Vac 70 120° 160W
APTU-160-R34 1 4.000°K 15.506 Lm REG. 1-10V  120-277Vac 80 120° 160W
APTU-250-R15 1 5.000°K 23.750 Lm REG. 1-10V  120-277Vac 70 45° 250W
APTU-250-R14 1 4.000°K 22.802 Lm REG. 1-10V  120-277Vac 80 45° 250W
APTU-250-R25 1 5.000°K 24.460 Lm REG. 1-10V  120-277Vac 70 90° 250w
APTU-250-R24 1 4.000°K 23.482 Lm REG. 1-10V  120-277Vac 80 90° 250W
APTU-250-R35 1 5.000°K 25.196 Lm REG. 1-10V  120-277Vac 70 120° 250W
APTU-250-R34 1 4.000°K 24.188 Lm REG. 1-10V  120-277Vac 80 120° 250W
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OBSERVACIONES / NOTES

Fuente de alimentacién regulable o fija incluida.
Power supply with dimming or fixed included.



